
 
 

New-Indy Catawba LLC 
P.O. Box 7 

5300 Cureton Ferry Road 
Catawba, SC  29704 

T 803-981-8000 
New-indycb.com   

 

April 5, 2021 
 
 
Katharine K. Buckner 
Sandhills Permitting Section 
Bureau of Air Quality – Air Permitting Division 
South Carolina Department of Health and Environmental Control 
2600 Bull Street 
Columbia, South Carolina 29201 
 
Re: Title V Operating Permit TV-2440-0005 Modification Request  
 Incorporation of Construction Permit 2440-0005-DF 
 New-Indy Catawba LLC 
 Catawba, South Carolina 29704 
 
Dear Ms. Buckner: 

 
New-Indy Catawba LLC (New-Indy) has prepared this construction permit application to remove an 
obsolete legacy production limit related to the production of bleached paper products which are no 
longer manufactured at the Catawba Mill (Mill).  
 
Introduction 
 
New-Indy has recently converted the Mill from bleached paper grades (lightweight coated paper and 
market pulp) to manufacturing unbleached or brown paper (linerboard and market pulp). New-Indy 
refers to this investment as Project Columbia. Construction permit DF (c/p-DF) was issued for the project 
by the South Carolina Department of Health and Environmental Control (SCDHEC) in July 2019. The 
permit was updated in May 2020 to address the April 2020 addendum to the original June 2019 
application.  
 
This second addendum has been prepared to address the obsolete legacy kraft pulp production limit 
from c/p-DC condition 6.B.2 and TV-2440-0005 condition C.14.  This second addendum does not address 
aspects of the project or c/p-DF that are not impacted by the obsolete kraft pulp production limit.   
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Project Description 
 
The kraft pulp production is limited to 1,825 air dried tons unbleached pulp (ADTUBP) per day (12-
month rolling average) in permit condition 6.B.2 of c/p-DC and condition C.14 of TV-2440-0005. This 
production limit is associated with producing kraft pulp suitable for manufacturing bleached paper 
grades at low kappa numbers (kappa ~30) prior to c/p-DF (the kappa number indicates the “harshness” 
of the cook). Following the conversion of the Fiberline to pulp suitable for linerboard and unbleached 
paper grades (kappa > 90) under c/p-DF, the c/p-DC production limit is now obsolete.  
 
A summary of the production rates and emissions used for permitting c/p-DC and c/p-DF is presented in 
the table below: 
 

Construction Permit ID 
Construction Permit DC DF DF 
Application Date March 2011 June 2019 April 2020 
Digester kappa before project 28 ~30 ~30 
Digester kappa after project 32 >90 >90 

Kraft Pulp Production (ADTUBP/day) 
Baseline  1,532.5 1,542.9 1,520.0 
Could Have Accommodated  1,704.9   
Projected  1,825.0   

Emissions Increase from Project (tons/year) 
TSP 0.1 5.0 0.5 
PM10  0.1 1.2 (11.4) 
PM2.5  0.1 (1.5) (11.0) 
SO2  124.8* (9.2) (1,262.6) 
NOX  15.8 (54.8) (263.2) 
CO  24.1 (256.1) (264.2) 
VOC  14.7 (10.8) 39.5 
TRS  1.8 8.3 6.9 
H2S < 1.8 (0.1) 2.2 
CO2e  621 (55,535) (55,428) 

*PSD permit required for SO2. 
 
The kappa was increased slightly under c/p-DC to produce more kraft pulp suitable for manufacturing 
bleached coated paper grades and market pulp. The c/p-DC kraft pulp production increased 
approximately 120 ADTUBP/day and resulted in SO2 emissions increasing 124.8 tons per year.  The SO2 
emissions increase from c/p-DC required a Prevention of Significant Deterioration (PSD) construction 
permit for SO2 that included a production limit of 1,825 ADTUBP/day as the basis of the permitted SO2 
emissions increase for that project.   
 
The kappa was increased substantially under c/p-DF and other changes were required to produce kraft 
pulp suitable for unbleached linerboard grades and unbleached market pulp.  Although the c/p-DF 
baseline kraft pulp production is nearly identical c/p-DC, the permitted production increased over  
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ADTUBP/day while the SO2 emissions have significantly decreased. PSD construction permitting was not 
required for c/p-DF and kraft pulp production limits are no longer necessary. 
 
Emissions Calculations 
 
There are no changes to the emissions calculations presented in the June 2019 application and the April 
2020 addendum to c/p-DF. 
 
Regulatory Applicability 

There are no changes to the regulatory applicability presented in the June 2019 application and the April 
2020 addendum to c/p-DF.  
 
Summary 

As discussed in the June 2019 application and April 2020 addendum, there is no reasonable possibility of 
New-Indy having a significant emissions increase of any PSD pollutant following the conversion to 
unbleached paper grades. Therefore, consistent with the USEPA New Source Review Policy 
Memorandum dated December 7, 20171, no production limits are required because PSD permitting 
requirements are not applicable to c/p-DF. The legacy kraft pulp production limit in c/p-DC is now 
obsolete following the conversion to manufacturing unbleached paper grades and the reduction in SO2 
emissions.  With this application we are formally requesting removal of the 1,825 ADTUBP per day 
production limit. 
 
If you have any questions regarding this application please contact me at (803) 981-8010. 
 
Sincerely, 
 
 
 
 
Daniel Mallett 
Environmental Manager 

 
1 https://www.epa.gov/sites/production/files/2017-12/documents/nsr policy memo.12.7.17.pdf 
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